
Bilt System module

BE2860
4 High Stabi l i ty Current 

Sources ±1.5A ±3V



4 HIGH STABILITY 
CURRENT SOURCES

• Magnet, coil or diode Power Supply

• Ultra Low Noise: ±2ppm

• Operates from 0μH to 1mH

• 16-bit programming resolution
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MAIN  FEA  T  URES 
• 4 independent non-isolated current sources
• Bipolar current sources with no zero-crossing distortion
• Ultra low noise proprietary linear output stage
• Internal LC filter helps drastically reducing noise
• Low drift: 10ppm typ.
• Settling time: 100ms
• Programmable current slope from 10mA/s to 100A/s
• Voltage and current read-back
• Configurable input or output trigger
• No transient when powering on/off or switching on/off
• Safe stop even in case of power outage
• Custom version on-demand



Technical

SPECIFICATIONS

Parameters Conditions/Comments Min Max

Current Programming range -1.5 A +1.5 A

Voltage Source stop if ±3.2 V is exceeded -3 V +3 V

Load inductance L/R ≤ 1 ms 0 µH 1 mH

Source power DC power, per channel / DC power, per module –
4.5 W / 
18 W

Temperature
In front of the chassis rear openings, derate power if 

exceeded
10 °C 40 °C
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Operating Area



Parameters Conditions/Comments Performances

Programming resolution ±15 bits 48 µA (32 ppm)

Programming DNL error Guaranteed monotonicity ±32 ppm

Programming INL error – ±96 ppm

Programming accuracy¹ 1 year, % of range + % of programmed value ±0.02% ± 0.1%

Long term drift (stability)²
After 30 min self-heating, constant ambient temp., at ±1.5 A for 

8 h, 4 channels in steady state
±10 ppm typ.

Thermal drift (TCR) – ±10 ppm/°C typ.

Line regulation Line voltage steps between 180 Vac and 230 Vac < 32 ppm

Crosstalking
Deviation on the output of a source when the neighboring 

source goes from 0 A to +1.5 A
4 µA (2.5 ppm)

Read-back resolution ±15 bits for both voltage and current 48 µA and 100 µV

Read-back accuracy¹ Current, 1 year, % of range + % of value / Voltage, 1 year ±0.07% ± 0.15% / 20 mV

Read-back non-linearity Voltage and current < ±128 ppm

1) Ambient temperature: 23°C±5°C (2) drift figures are non cumulative.

Accuracy and Drift Performances



Parameters Conditions/Comments Min Typ Max

Current settling time To 95%, small step, at max. current slope – 115 ms –

Current slope Programming range 0.01 A/s – 100 A/s

Current noise (ripple) 0.1 Hz–10 Hz, peak-to-peak value, load = 1 Ω 

10 Hz–10 kHz, peak-to-peak value, load = 1 Ω
–

4 ppm
4 ppm

7 ppm
5 ppm

Current programming rate Ethernet, USB – – 50 Hz

Dynamic Performances



Rear view

Connectors
• Industry-standard 8-way screw Terminal Block (Phoenix MSTB):

o locks to the module with screws

o up to 2,5mm² conductor

o very reliable and long-life contact

o no crimping tool required

o compatible with twisted pairs

Output Noise



• Magnet power supply for beam correctors in particle accelerators

• Low noise supply for superconducting coils

• Alignment coils in Scanning Electron Microscope (SEM)

• Laser or power diode biasing and aging test

Application

EXAMPLES
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Front view of a 19” wide, 4U high BiLT chassis

BILT  S  Y  S  TEM  FEA  T  URES 

• Module to be inserted in a BiLT® chassis, 5 to 14-slot versions available, up 
to 1000W output power, no external bulk power supply needed

• Chassis standard interface: Ethernet and USB
• Complete software package provided, including a turnkey control PC 

software (Windows  or Linux) and NI Labview® driver.
• xxcds Easy remote firmware update of modules and chassis control board
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Rear view

CONTROL
BOARD

POWER INPUT
BOARD

Earth socket

Display (IP)

Memory card

USB hub
LAN 
USB

Triggers

AC inlet

Power button 

Interlock input

SLOTS FOR MODULES

The BiLT System

The best companion for the BE2860 module is the BN210 or BN220 BiLT chassis. This 19”, 4U chassis is self-ventilated and offers
14 slots to insert modules, the maximum output power is up to 1000W.
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Standards, Calibration, Warranty and Maintenance

Bilt system is compliant with the applicable European Directives and holds the CE mark.

All ITEST products come with a two-year parts and labour warranty and a calibration certificate if applicable. An email or phone 

support service is also available for the same period.

Our calibration laboratory performs according to ISO/CEI 17025 “General requirements for the competence of testing and 

calibration laboratories”. All measurements are traceable to the International System of Unit.

The recommended calibration interval of instruments is one or two years, depending on instrument model. 

On request, ITEST can proceed to scheduled calibration (in our workshop or at the customer’s site).
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2 rue Joseph Hubert 31130 BALMA -  FRANCE

Tel + (33) 5 61 54 81 30 contact@itest.fr 

https://itest.fr/

Specifications are subject to change without notice. Bilt trademark is the property of ITEST SARL, france. Trademarks and trade names are the property of their respective companies.

mailto:contact@itest.fr
https://itest.fr/

	Diapositive 1 Bilt System module BE2860
	Diapositive 2 4 HIGH STABILITY CURRENT SOURCES
	Diapositive 3 Table of CONTENTS
	Diapositive 4 BE2860 OVERVIEW
	Diapositive 5 Technical SPECIFICATIONS
	Diapositive 6 Accuracy and Drift Performances
	Diapositive 7 Dynamic Performances
	Diapositive 8 Connectors
	Diapositive 9 Application EXAMPLES
	Diapositive 10
	Diapositive 11 The BiLT System
	Diapositive 12
	Diapositive 13

